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Foreword

General
Thismanualintroducesthe functionsand operationsof the NVRdevice(hereinafterreferredto as "the Device").

Safetylnstructions
Thefollowing categorized signal words with definmganingmightappear in the Manual.

SignalWords Meaning

A Indicatesa high potential hazardwhich, if not avoided, will
DANGER result in death orseriousinjury.

A Indicatesa medium or lowpotential hazard which, if not
WARNING avoided, could resultin slightor moderate injury.

f Indicatesa potential risk which, if not avoided, could result
CAUTION

in property damage, dataloss, lower performance, o
unpredictableresult.

G= TIPS Provides methods to help you solve a problem saveyou
time.

Provides additional information as the emphasis and

LLINOTE

supplementto the text.




About the Manual

Themanualis for referenceonly. If there is inconsistencybetweenthe manualand the actualproduct,the
actualproductshallprevail.

Wearenot liablefor anylosscausedy the operationsthat do not complywith the manual.

The manual would be updated accordingto the latest laws and regulations of related regions.For
detailed information, see the paper manual, CDROM, QR code or our official website. If there is
inconsistencybetween paper manualand the electronicversion,the electronic version shall prevail.

All the designs andoftware are subjectto changewithout prior written notice. The product updatesmight
causesomedifferencesbetweenthe actualproductandthe manual.Please contactthe customerservice for
the latestprogramand supplementardocumentation.

There still might be deviation in technical data, functions and operations description,or errorsin print. If
there is anydoubt or dispute, please refap our final explanation.

Upgradethe readersoftwareor try other mainstreamreadersoftwareif the manual(in PDF format) cannot
beopened.

All trademarksyegisteredtrademarks and theeompanynames in themanualare the propertiesof their
respective owners.

Pleasevisit our website, contact the supplier or customer serviceif there is any problem occurred when
usingthe device.

If there is anyncertainty orcontroversy please refeto our final explanation.



Important Safeguardsand Warnings

The following descriptionis the correct applicationmethod of the device.Readthe manual
carefully before use to prevent danger and property loss. Strictly conform to the manual
during application andeep itproperlyafterreading.

OperatingRequirement

1
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il
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Install thePoE frontend device indoors.

The device does nadupportwall mount.

Do notplace andinstall the device in an area exposed to direstunlightor near heat
generating device.

Do notinstall the device irma humid dustyor fuliginousarea.

Keep its horizontal installatiomr installit at stable placesand preventit from falling.
Do notdrip orsplash liquids onto the deviceo notput on the deviceanythingfilled with
liquids,in orderto preventliquids fromflowing into the device.

Install the device awell-ventilated placesdo notblockits ventilation opening.

Use the device onlwithin rated inputand outputrange.

Do notdismantle thedevicearbitrarily.

Transport,use and storehe devicewithin allowed humidityandtemperaturerange.

PowerRequirement

il
il

T
T
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Make sureto use the designated batteryype.Otherwise theremaybe explosion risk.
Make sureto use batteries according to requirement®therwise,it mayresultin fire,
explosion orburning risks ofbatteries!

To replace batteriespnlythe sametype of batteriescan be used.

Make sureto dispose theexhausted batteries according to the instructions.

The productshall useelectricwires (powerwires)recommended bythis area,which shall
be used within its rated specification.

Make sureto use standard poweadaptermatched with this deviceOtherwise the user
shall undertake resulting personnéaljuries ordevicedamages.

Use powersupplythat meets SELV (safegxtra lowvoltage) requirementsand supply
power with rated voltage thatconforms to LimitedPowerSource in IEC60950. For
specific powersupplyrequirements,please referto device labels.

Products with categorystructureshall be connected to gridgweroutput socket,which
is equipped with protective grounding.

Appliance coupleis a disconnecting devicdduringnormal use,pleasekeepan angle
that facilitates operation.
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1. Features
1.1. Overview

ThisserieNVRsa hightperformancenetworkvideorecorder.Thisseriegproductsupportlocalpreview, multiple-window
display,recordedfile local storage,remote control and mouseshortcut menu operation, and remotemanagemeniand
control function.

Thisseriesproduct supportscenter storage front-end storageand clientend storage. Themonitor zone in the front-end
can besetin anywhere Working with other frordend devices suclas IPCNVSthis seriesproduct canestablisha strong
surveillancenetwork via the CMS.In the network system,there is only one network cable from the monitor centerto
the monitor zonein the whole network. Thereis no audio/video cablefrom the monitor centerto the monitor zone.
Thewhole project is featuring of simple connectionJow-cost,low maintenance work.

This seriesNVRcan be widely usedin many areassuchas publicsecurity, water conservancy, transportation and
education.

1.2, Features
Cloud i Forthe NVRconnectedwith the Internet, it supportsonlineupgrade
Upgrade to update applications.

T VGA, HDMI port. Connect to monitor to realize real-time
surveillance.

Some series suppoV/VGA/HDMbutput atthe same time.
Shortcutmenu whenpreview.

Support popular PTZ decoder control protocols. Support preset,
tour and pattern.

Realtime
Surveillance

= =4 =

i Supporteachchannelreal-time record independently,and at the same
time it can support search, forward play, network monitor, record
search,download and etc.

1 Supportvariousplaybackmodes: slow play, fast play, backwardplay
and frame by frame play.

i Supporttime title overlaysothat youcanvieweventaccurateoccurred
time

i Supportspecified zone enlargement.

Playback

i Eachgroup has different management powers thatan be edited
freely.
i Everyuserbelongs to arexclusive group.

User
Management

i Viacorresponding setup (such as alarm setup and schedule set
you can backuprelatedaudio/video datain the networkvideo recorder.

i SupportWebrecord andrecord localvideoand storagethe file in the
clientend.

Storage




2. Local Basi®©peration
(1]

Slightdifferencemaybe foundon the userinterface. The followin§iguresfor referenceonly.

2.1, Getting Started

This chapter introduces devittial settings suclas bootup, device initializationeset passwordandquicksettings.

2.2, Boot up

A\

For devicesecurity,connect theNVRo the power adapter first anthen connect thedeviceto the powersocket The rated
input voltagematches the device powdautton. Make surethe powerwire connection i<OK. Then cliche power button.
Alwaysuse thestablecurrent,if necessarJPS ig bestalternative measure.

Step 1Connecthe device to the monitoand then connech mouse.
Step 2Connecipower cable.

Step Clickthe powerbutton atthe front or rear paneland then bootup the deviceAfter device booted upthe systenis
in multiplechanneldisplaymode bydefault.

2.2.1. Device Initialization

If it is yourfirst time to usethe device seta loginpasswordof admin (systemdefault user).You can selecto useunlock
patternto login ornot atyourown choosing.

1]

Foryour devicesafety,keep yourlogin passwordf admin well after the initialization stepsand change the password
regularly.

Step 1Bootup NVR.
TheDevicelnitialization interfaceisdisplayed.SeeFigure2.1.



Device Initialization

m Zone (UTC+08:00)Beijing, Chongging, Hong ...

System Time 2019 -01-21 11:22:10

Figure2.1

Step2 Setsystemtime zoneaccording to the actuanvironment.

U;D] Clickto .shutdown the deviceltis suitablefor the system integratomorthe userto shut
down directly after setting the time zone

Step 3ClickNext.
TheDevice Initializationinterfaceis displayedSeeFigure2.2.

Device Initialization

Figure2.2



Step4 Setloginpasswordof admin.

Parameter Description

User Bydefault,the useris admin.

Password In the Passwordbox,enterthe password foradmin.

The new passwordcan be set from 8 charactersthrough 32
charactersandcontainsat leasttwo typesfrom number,letter
and special charactergexcluding™™,"", ";", ":" and "&").

__ ,_

Inthe Prompt Questionbox, enter the information that can
remind you of the password.

Onthe logininterface, click , theprompt willdisplay tohelp
youreset the password.

ConfirmPassword

PromptQuestion

A\

Foryourdevice owrsafety,create a strong passwoad yourown choosingWealsorecommend you change yopassword
periodicallyespeciallyn the high securitgystem.

Step SClickNext.

TheUnlock Patterninterface is displayedSeeFigure?2.3.

EVICE ELFERT]

Please draw the unlock pattern.

Figure2.3

Step 6Setunlockpattern.
After set unlockpattern, the PasswordProtectioninterfaceis displayedSee Figure2.4.



1]
Thepattern that you wantto setmustcrossat leastfour grids If you do notwantto configurethe unlockpattern, click Skip.

Onceyou have configuredthe unlock pattern, the systemwill require the unlod pattern asthe default login method.
If you skipthis setting, enter the passwordfor login.

Device Initialization

Whatis your favorite children’ s book?

What was the first name of your first boss?

What is the name of your favorite fruit?

Figure2.4

Step7 Setsecurityquestions.

After configuration, if you forgot the passwordfor admin user, you can reset the passwordthrough the reserved
email addressor security questions. If you do not want to configurethe settings,disablethe email addressand securily
guestionsfunctions on thenterface.

Password
Protection Mode Description

Enterthe reservedemailaddress.

In the EmailAddressbox,enter an email addres$or password
reset.If you forgetthe passwordenterthe securitycode thatyou
EmailAddress |will getfrom this reservedemailaddressto resetthe password
of admin.

Configure the securitguestions and answers.

If you forgetthe passwordenterthe answersto the questions
Security can allowyouto resetthe password.

Questions

Step &lckSave to completethe device initializatiorsetup.



Step9 Devicegoesto startupwizardinterface.
2.2.2. Reset Password

Youcanresetthe passwordby the following methodswhen you forgot the passwordor admin accountlf the password
resetfunctionisenabled, yowcanusemobilephoneto scarthe QRcodeto resetthe password.

If the passwordesetfunction is disabledhere aretwo situations:
o Ifyou configured securityuestionsyou can resethe passwordythe security questions.

o Ifyoudid not configurethe securityquestionsyou canonly usethe resetbutton onthe mainboardto restore
the Device to factorgefault.

[

Resebutton isfor some serieproductonly.

2.2.3. EnablingPassword Reset Function

After enablingpassword resefunction,you can scan QR code on the lanehu to resetpassword.
Step 1SelectMainMenu A AccountA Reset Password.

TheReset Passwordnterfaceis displayedSeeFigure2.5

ecurity question so that you can find the password of admin again

yuestion 1 Whatis your favorite children's book?

12 What was the first name of your first boss?

3 Whatis the name of y orite fruit?

Cancel

Figure2.5

Step 2Checkhe box to enable resdtinction.

L]
Thisfunction isenabledby default.

Step LlickApply to setsettings.
If the passwordresetfunction is disabled,you canfollow the wayslisted belowto resetpassword.



Device supports Resetbutton on the main board: You can answerthe security questionon the local menu or click
the Resetbutton on the main board to reset password.

1 Devicedoesnot support Resebutton on the mainboard: Youcanonly answerthe securityquestionon the local
menu to reset password.(Make sure you have set securityquestions).

2.2.4. Resetting Password on Local Interface

Step IEnterthe SYSTEMOGINnterface.
1 Ifyouhaveconfiguredunlockpattern,the unlockpattern logininterfaceisdisplayed.
1 SeeFigure2.6. ClickForgot Pattern, the passwordogin interface is displayedSeeFigure2.7.
1 Ifyou did notconfigure unloclpattern, the System Login interface is displaye®&eerigure?.7.

1]

To login from other user account, on the unlock pattern login interface, click Switch User, or on the password
login interface, in the Switch User list, selectanother userto login.

SYSTEM LOGIN

V_

admin

Wrong Pattern, 2 time(s)left.

Forgot Pattern = Switch User

Figure2.6

SYSTEM LOGIN

admin

Cancel

Figure2.7



&p_ZCIick..
1 Ifyou have sethe reserved email addredbie Prompt interface iddisplayed See Figure2.8.
1 Ifyou did notsetthe reserved emadddressthe emailentering interface igdisplayed See Figure2.9.
1 Enterthe email addressnd thenclickNext, the Pranpt message interface idisplayed See Figure2.8.

Reset Password

Agree Disagree

Figure2.8

Reset Password

Reset Type QR Code

Figure2.9

Step3 ClickNext.
TheResetPasswordinterfaceis displayedSee Figure2.10.



L]

After clickingNext, the systemwill collectyour informationfor passwordreset, purpos andthe informationincludesbut
not limited to emailaddress, MA@ddress, andlevie serialnumber.Read the promptarefullybefore clickingNext.

Reset Password

yradmin only):

Figure2.10

Step4 Resethe password.

1 OR code Followthe onscreen instructions to géie securitycode in youreserved emailaddressin the Security
code boxenter the securitycode.

A\

1 Youcangetthe securitycodetwice by scanninghe sameQRcode.If youneedto getthe securitycode onceagain,
refresh the interface.

1  Usethe securitycodereceivedin your email box to resetthe passwordwithin 24 hours;otherwise thesecurity
code becomes invalid.

9 Securityquestions
On the Resetpasswordinterface as shown iffrigure2.11,in the ResetTypelist, selectSecurity
Questions the SecurityQuestionsinterface is displayed.

LI

If youdid not configurethe securityquestionsbefore,in the ResetTypelist, thereisno Security
Questions



Reset Password

Reset Type Security Questions

Question 1

swer

Cancel

Figure2.11

Step5 ClickNext.
TheResetPasswordinterfaceis displayedSeeFigure2.12.

Reset Password

Use a password that has 8 to 32 characters, itcan be a
combination of letter(s), number(s) and symbol(s) with at least

two kinds of them.(please do not use special symbols like ' " ;: &)

Confirm Password

Cancel

Figure2.12

Step 61In the New Passwordbox, enter the newpasswordand enterit againin the Confirm
Passwordbox.

Step 7ClickSave. The passwortkesetting is complete.
Apop-up messagés displayedaskingf youwantto sync thepasswordwith the remote devicesSeeFigure2.13.



Reset Password

LAl Ll L L]

Message

Cancel

Cancel

Figure2.13
2.2.5. Reset Button
Youcanalwaysusethe reset buttonon the mainboard toreset theDeviceto the factorydefault settings.
L1

Resebutton isfor some serieproductsonly.

Step 1Disconnecthe Devicefrom power source andthenremovethe coverpanel.Fordetails aboutremovingthe cover
panel,see"3.4HDDInstallation™

Step 2Find the resebutton onthe mainboardand then connecthe Device to the powetsource again.
Step FPress and hold the resbtitton for 5 seconds to 10 second&eeFigure2.14 for the locationof the resetbutton.

Figure2.14



Step 4Rebootthe Device.
After the Device is rebootedhe settings have been restored to the factogfault. You can startresetting thepassword.

2.2.6. QuickSettings

Afteryou successfulipitialized the devicet goes to startup wizardHereyoucan quicklyconfigureyourdevice ClickNext,
device goes t&eneral interface.

I—v—-l

Thestartupwizardinterface onlydisplaysafter you firstlogin the device anavesetthe admi passwordSeeFigure2.15.

Startup Wizard

Figure2.15

If you selecthe Auto-checkfor updatescheckbox, the system will notifyyou automaticallywhen updates aravailable.
After the autocheckfunction isenabled,to notify you to updatetimely, the system wiltollectthe information such as IP
addressgdevice namejrmware versionand device serislumber.The collected informatioisonlyused to verifithe legality
of the Device andoush upgrade notes.

If youcancethe Auto-checkfor updatescheckbox, thesystermwill not performautomatic checks.

2.2.7. General

You can seNVRbasic information suchssystemdate, holidayetc. You can also configurgeneral settings bgelecting
Main MenuA SYSTEM, General

2.2.7.1. General
You can satlevice basic information suetsdevicename,serialnumber.

Step1 ClickNext.
TheGeneral interface is displayedbeerigure2.16.



General

Step2 Setparameters.

ENGLISH
PAL

|
5

Monitor Channel(s) when logout

Back

I'EE}'EI

Figure2.16

Parameter Description

Device Name

In the Device Namebox,enterthe Device name.

Device No. In the Device No.box,entera numberfor the Device.

Language In the Languagdist, selecta language fothe Device system.

VideoStandard Ir_l the.VldeoStandardllst, selectPALor NTSGiccording to youmctual
situation.

Sync to RemotgEnable thisfunction; the NVRcan synchronize information wh

Device the remote device suchasLanguageyideo standardtime zone.

InstantPlay(Min.)

In the Instant Play box, enter the time length for playing back
the recorded videoThe valuerangesfrom 5 to 60.
Ontheliveviewcontrolbar,clicktheinstantplaybackbuttonto play
backthe recorded videowithin the configured time.

Auto Logout(Min.)

In the Auto Logout box, enter the standbytime for the Device.
The Device automaticalljogsout when it is notworking forthe
configuredtime period.Youneed to login the Device again.
Thevaluerangesfrom 0to 60.0indicatesthereisnot standbytime
for the Device.

Click Monitor Channel(s) when logout. You can select the
channelsthat you wantto continuemonitoring when you logged
out.

IPCTimeSync

Syncs the Device timwith IPcamera.




Parameter Description

IPC Time Sync

Period (hour) In the IPCTime SyndPeriodbox,enterthe intervalfor time sync.

Youcanset auto logoutinterval oncelogin userremains inactive

Auto logout for a specified time Valuerangesfrom 0 to 60minutes.

Enablethe navigationbar. Whenyou click onthe liveview screen,

Navigation Bar the navigation baiis displayed.

Adjustthe speedof double-clickby moving theslider.The bigger

MouseSensitivity the value is, the fastethe speedis.

Step LlickNext button to save settings.

2.2.7.2. Date andTime

You can setlevice time. You can enabéTP(Network TimeProtocol)function so thatthe device can sync time withe
NTPserver.

Youcan also configurelate and time settings bygelectingMain Menu A SYSTEM, GENERAA
Date & Time.

Stepl ClickDate & Timtab. SeeFigure2.17.

System Time 15 /11 /2019 13:17:24

(UTC+00:00) Dublin, Edinburgh, Lisbon, London
Date F at DD MM YYYY
Date Separator

Time Format 24-HOUR

DST
DST Type Date () Week
Start Time 01/01/2000 00:00

End Time 01/01/2000 00:00

time.windows.com Manual Update
123

Interval(Min.) 60

Cancel

Figure2.17

Step ZConfigurethe settings fodate anctime parameters.



Parameter Description

In the SystemTimebox, entertime forthe system.Clickthe time
zonelist, you canselectatime zonefor the system,and the time
in adjustautomatically.

SystemTime A

Do not changethe systemtime randomly;otherwisethe recorded
video cannot be searched.It is recommendedto avoid the
recordingperiod or stop recordingfirst before you change the
system time.

System Zone In the SystemZonelist, selecta time zone forthe system.
Date Format In the Date Formatlist, selecta date formatfor the system.
Date Separator In the Date Separatorlist, selecta separatorstyle forthe date.
. In the Time Format list, select 122HOURor 24-HOURfor the time
TimeFormat .
displaystyle.
DST Enable theDaylightSavinglrimefunction.ClickWeekor click Date.
StartTime
Configure the startime and endtime for the DST.
EndTime
NTP Enable the NTPRunction to sync the Deviceime with the NTP
server.
In the Serverbox, enterthe IPaddress ordomainname of the
Server correspondingNTPserver.
ClickManual Update the Devicestartssyncingwith the server
immediately.
Port The systemsupportsTCPprotocol onlyand the defaultsetting is

123.

In the Interval box, enter the amount of time that you want the
Interval (Min.) Deviceto
sync timewith the NTPserver.The value ranges from 0 to 65535

Step 3ClickNext button to savesettings.

2.2.7.3. Holiday

Hereyou can addedit, delete holiday.After you successfullget holidayinformation, you can view holidayitem on the
record andsnapshotperiod.

Youcan also configuréolidaysettings byselectingMain Menu A SYSTEM GENERAA Holiday.

SteplClickNext.

TheHoliday interface is displayed. S&@gure2.18.



Figure2.18

Step2 ClickAdd Holidaysbutton, the Add Holidaysinterfaceis displayedSeeFigure2.19.

= 4 20
YSTEM->GENERAL->Holiday

Holiday

Status Name at Duration Operation

Add Holidays

Add Holidays

Figure2.19

Step 3Setholidaynamerepeatmode and holidaynode.
[

ClickAdd more to add new holidayinformation.

Step 4ClickAdd button, you can add curreritolidayto the list.



9 Clickthe dropdown lisof the state;you can enable/disable holidalate.

i CIicu to change the hoIidaylformation.CIiclE to delete currentdate.

Step SClickNext button to save settings.

2.2.7.4. Basic Network Settings

You can seatlevice IRaddressDNSDomainNameSystemjnformation. You can als@onfigure basioetwork settings by
selectingMain Menu A NETWORK A TCP/IP.

2.3. Preparation

Make surethe device haproperlyconnected to the network.
Step 1ClickNext.

TheTCP/IP interfaceisdisplayed.SeeFigure2.20.

I-—v—-l

Different seriesproductshavedifferent Ethernetadopteramountand type. Referto the actualproduct.

Ethernet IPAddress  NetMode NIC Member  Edit
Ethernet.. 192.168.1.245 Single NIC 1

Apply Cancel

Figure2.20

Step Z:Iickn.
TheEdit interfaceisdisplayed SeeFigure2.21.



Edit

Ethernet Card Ethernet Portl

Subnet Mask

Default Gateway

Cancel

Figure2.21

SteB Setparameters.

Parameter Description

I Multi-address Two Ethernetports work separatelythrough
either of which you can requedhe Device to provide the
services suchas HTTRind RTSP. Yoneed to configurea
default Ethernet port (usually the Ethernet port 1 by
default)to requestthe servicesfrom the device end such
as DHCPEmail andFTPIf one of the two Ethernetports is
disconnected as detected bwetworking testing, the
system networkstatusis regarded affline.

1 FaultToleranceTwoEthernetports shareone IPaddress.

Normallyonly one Ethernetport is working and when this port
fails, the otherportwill startworkingautomaticallyto ensurethe
network connection.

Whentestingthe networkstatus,the network is regardedas offline
only when both of the two Ethernetports are disconnected.The
two Ethernetports areusedunderthe samelLAN.

1 Load BalanceTwonetwork cardsshareone IPaddressand
they areworking atthe same time to share¢he network
load averagely.If one of them fails,the othercan continue
workingnormally.

Whentestingthe networkstatus,the networkisregardedasoffline
only when both of the two Ethernetports are disconnected.The
two Ethernetports areusedunderthe samelLAN.

Net Mode

In the Ethernet Card list, selectan Ethernetport asa default
port. This setting isavailableonly whenthe Multi-addressis
selectedinthe NetMode list.

DefaultEthernet
Port




Parameter Description

IPVersion

In the IP Versionlist, you canselectIPv4or IPvG Both versionsare
supported foraccess.

MACAddress

Displays the MAC address of the Device.

DHCP

Enable the DHCPfunction. The IP address,subnet mask and
default gatewayare not available forconfigurationonceDHCHs
enabled.

If DHCRs effective,the obtained information will displain the IP
Addressbox, SubnetMask box and Default Gatewaybox. If not,
all values show 0.0.0.0.

If you wantmanuallyto configurethe IPinformation,disable the
DHCHunction first.

If PPPOE connectioiis successfulthe IPaddress,subnetmask,
default gateway,and DHCRire not available forconfiguration.

IPAddress

SubnetMask

DefaultGateway

Enter the IP address and configure the corresponding subnet mask and
defaultgateway.

IPaddressand defaultgatewaymustbe in the same networlsegment.

DNSDHCP

Enable the DHCRinctionto getthe DNS address fronouter.

PreferredDNS

In the Preferred DNSbhox,enterthe IPaddressof DNS.

Alternate DNS

In the Alternate DNSbox,enterthe IPaddressof alternate DNS.

MTU

Inthe MTUbox, enter avaluefor networkcard. The valueanges
from 1280 byte through 1500byte.The defaultis 1500.

Test

Click Test to test if the entered IP address and gateway a
interworking.

Step 4ClickOKto NIC settings.

Device goebackto TCP/IP interface.

Step SSetnetwork parameters.

Parameter Description

Thereare two options: IPvdand IPv6.Right now, systemsupports

IPVersion thesetwo IPaddressformatsand you can access viaem.
PreferredDNS DNS servetPaddress.
server

Alternate DNS
server

DNS servealternate address.

MACAddress

Displays the MAC address of the Device.




Parameter Description

Enablethe DHCPfunction. The IP address,subnet mask and
default gatewayare not available forconfigurationonceDHCP
is enabled.

If DHCHs effective,the obtained information will displain the

IP Addressbox, SubnetMask box and Default Gatewaybox. If

not, all values show 0.0.0.0.

If you wantmanuallyto configurethe IPinformation, disable
the DHCHunction first.

If PPPOE connectiois successfulthe IPaddress,subnetmask,

defaultgatewayand DHCRire not available forconfiguration.

DHCP

Systemcanprocessthe downloaded data first if you enable thi
function. The download speed i§.5Xor 2.0Xof the normal
speed.

LAN download
ForIPv6version,the IP addressdefault gateway,preferred DNS;
alternateDNS isl28-digit. Fillin all itemshere.

Thisfunction isfor some serieproductonly.

Step &ClickNext to complete the settings.

2.3.1. INSTAON

Scarthe QRcode,downloadthe Appto the cellphone,youcanusethe smartphoneto addthe device.

1 Scanthe QRcode on the actual interface to download the cell phone app. Registeran accountandthen
use.

1 Goto the http://orange.instaon.com#to register araccount andisethe SNto addadevice. Refer tahe INSTAON
operationmanualfor detailedinformation.

A\

Beforeuse thelNSTAORNction, make sure the NVRas connected to théVAN.

Step 1ClickNext button.

ThelNSTAON interface is displayedbeerigure2.22
L

SelectMain Menu A Network A INSTAONyou can go todNSTAONnNterface too.


http://orange.instaon.com/

hronize

al Number;

will only be used to make your device

Apply Cancel

Figure2.22

Step 2Checkhe box to enabldNSTAOIRuNction.
(L1

After the INSTAOIMuNction is enabledand connectedto the Internet, the systemwill colled your information forremote
accessand the information includes butot limited to emal addressMAC addressnd device serialumber.

Step LlickNext button to complete setup.
Thestatusis onlineif the INSTAONegistration is successful.

2.3.2. Client Operation
Step 1Use yourcdl phone to scan the QR code un@ll Phon€lientto downloadthe application.

Step 20n yourcell phoneppenthe applicationand thentap E

Step 3Themenu idisplayed. You can statlding the device.

TheDeviceManagerinterfaceis displayed.SeeFigure2.23.



Device Manager

Remote Device(s)

Local Device(s)

admin12345

CP4L0367BPAJ0O0090

CP4J020DCPBQO1447

admin4

Create device card

Figure2.23

1] Tap on the top rightcorner.

Theinterfacerequiring deviceinitialization is displayed.A pop-up message reminding you to make sure the
Devicsis initialized is displayed.

1 TapOK
1 If the Device has ndieeninitialized, TapDevice Initialization to perform initializing byfollowing theonscreen
instructions.

1 Ifthe Device has been initializgayu can staradding itdirectly.

i TapAddDevice.
TheAdd Device interfaceis displayed SeeFigure?.24.

L-r-l

You can add wireless devicerred device. The Manutdkesadding wired device anexample.

Figure2.24




































































































































































































































































































































































































































































































































































































































